2-T7EC 422ZU 


USB 2 PORTS CARD 
Hardware Guide 


CE 


@ DESCRIPTION: 


The Q-TEC 422U USB PCI card are support 2 external downstream ports. the Q-TEC 422U 


is full compatibale with microsoft windows standard openhcd driver and full compliance with 


universal serial bus (usb) ver. 2.0. the chip-set VIA usb are use for the QTEC 422U. 


@ Check your packing listing: 


Q=TEG 4220) Card 
Hardware Guide 


@ Hardware Installation guide 


The Q-TEC 422U is a plug and play card and don’t have jumper for configuration. 
when you are ready to install the Q-TEC 422U, please proceed with the following 
installation instructions. because the design of computer cases varies greatly, only 
general installation instructions are given. please refer your computer's reference 
manual whenever in doubt. 


1. Turn off the POWER to your computer and any other connected peripherals. 


NO 


. Remove the mounting screws located at the rear and/or sides panels of your 
computer and gently slide the cover OFF. 
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. Locate an available PCI expansion slot and remove its covers from the rear 
panel of your computer. 
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. Align the Q-TEC 422U with the expansion slot, then gently but firmly, insert the 
card. make sure the card is seated snugly and oriented correctly. 
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. Locate an available panel bracket against the rear panel of the computer. 


* ; 
. Gently replace both your computer's cover and the appropriate mounting 
Screws. 
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@ Software installation guide: 


> Start the operating system (OS) WINDOWS 2000/XP 


> Press the key ,pause“ when you see the message pci device listing for check 
the following information 


ATTENTION THE FOLLOWING INFORMATION CAN BE CHANGE WHEN YOU 
INSTALL THE ADD-ON CARDS IN A OTHER PCI-BUS. 


BUS DEVICE NO FUNC NO VENDORID DEVICE ID DEVICE CLASS IRQ 
0 +. 1 8086 ri IDE CONTROLLER 14/15 
0 4. 2 8086 7112 SERIAL BUS CONTROLLER 12 
0 9 0 1106 3038 SERIAL BUS CONTROLLER 9 
0 9 1 1106 3038 SERIAL BUS CONTROLLER 5 
0 9 2 1106 3104 SERIAL BUS CONTROLLER 10 


> After running the windows 2000/XP, the operating system will find a ,serial bus 
controller“ installed in your computer 


New Hardware Found 
¢ USB Root Hub 


‘Windows is installing the software for your new hardware. 


CLICK TO 
>START<>SETTING<>CONTROLPANEL<>SYSTEM<>DEVICEMANAGER< 


NOW YOU HAVE FOLLOWING INFORMATION IN THE DEVICEMANAGER: 


Genera! Device Maniger | Hardhare Prcies | Porlomance The Q-TEC 422U are 
configuring as five USB 


Root Hub. 


@ View devices by type View devices by connection 


ae 


You can now connect each 


YOU CAN CONNECT THE USB PERIPHERAL (FOR EXAMPLE MOUSE, 
PRINTER, AND VIDEOCAMERA ETC.) WITH USB PORT WITHOUT 
SHUTDOWN THE COMPUTER. 


FROM WINDOWS 2000/XP THE PERIPHERAL UNIT’S ARE RECONNIZE 
AUTOMATICALLY AND INSTALL TO THE DEVICE MANAGER. SOME 
PERIPHERAL UNIT’S NEEDS DRIVER FROM’ THE PERIPHERAL 
MANUFACTURERS. PLEASE REFER YOUR PERIPHERAL REFERENCE 
MANUAL WHENEVER IN DOUBT. 


THE WINDOWS98/ME/2000/XP ALSO REFER DRIVER TO INSTALL IT. 


@ TECHNICAL SPECIFICATION: 


Compatibility: - PCI] 32-BIT CARD FOR 80486/ 
PENTIUM/MMX/PENTIUM II 

Operating system: - WINDOWS 98/ME/2000/XP 

Chips: -1 x VIA 6202 

Connections: 

Connector parallel -2x USB PORTS 


PCB: - 2 Layer / 120 x 55 mm 


